
www.faurtat.com.my YOUR ULTIMATE PARTNER IN HANDLING TECHNOLOGY

PRODUCT
CATALOGUE



CONTENT

LIFT TABLE & ELECTRIC
LIFT PLATFORMS 08

DRUM HANDLING
EQUIPMENT

23

FORK / CRANE
ATTACHMENT

26

ORDER PICKER /
AERIAL WORK PLATFORM 27

HAND TRUCK 29

PALLET TRUCK 01

STACKER 11

ACCESS EQUIPMENT 35

STORAGE EQUIPMENT 36

RACKING 37

CONTAINER RAMP 38

PIPE & JOINTS 39

faurtat engineering sdn bhd



P
A

L
L

E
T

 T
R

U
C

K



AC SERIES (UNIQUE SIZE) Model AC25SN AC25SL AC30XL AC30SXL

Capacity kg

mm

mm

mm

mm

mm

mm

mm

Overall Fork Width

Fork Length

Fork Width

Min. Fork Height

Max. Fork Height

Steering Wheel

Load Wheel

2500

450 520

1150 800 / 915

160

85

200

685

1500 1800

3000

Ø 180 x 50W

Ø 74 x 93W / 82 x 93W

AC SERIES (LOW PROFILE) Model AC10SLP AC20LP-N AC20LP-W

Capacity kg

mm

mm

mm

mm

mm

mm

mm

Overall Fork Width

Fork Length

Fork Width

Min. Fork Height

Max. Fork Height

Steering Wheel

Load Wheel

1000

520 520

1150 1150

160 x 37160 x 30

51

165

685

1220

2000

Ø 180 x 50W

Ø 50 x 93W

35

90

Ø 160 x 50W

Ø 34 x 58W

AC SERIES (STAINLESS STEEL) Model AC20SS-N AC20SS-W

Capacity kg

mm

mm

mm

mm

mm

mm

Overall Fork Width

Fork Length

Min. Fork Height

Max. Fork Height

Steering Wheel

Load Wheel

2000

520

1150

85

200

Ø 180 x 50W

685

1220

Ø 82 x 93W

AC SERIES (STANDARD) Model AC25-N AC25-W AC30-N AC30-W AC50-N AC50-W

Capacity kg

mm

mm

mm

mm

mm

mm

mm

Overall Fork Width

Fork Length

Fork Width

Min. Fork Height

Max. Fork Height

Steering Wheel

Load Wheel

2500

520 685

1150 1220

160

85

200

210

90

520 685

1150 1220

580 685

1150 1220

3000 5000

Ø 180 x 50W

Ø 74 x 93W / 82 x 93W 1546 x 588 x 1300

Ø 390 x 50W

PALLET TRUCK 01



AC SERIES (HOT DIPPED GALVANIZED) Model AC20HDG-N AC20HDG-W

Capacity kg

mm

mm

mm

mm

mm

mm

Overall Fork Width

Fork Length

Min. Fork Height

Max. Fork Height

Steering Wheel

Load Wheel

2000

520

1150

85

200

Ø 180 x 50W

685

1220

Ø 82 x 93W

AC SERIES (WEIGHT SCALE) Model AC20WS-N AC20WS-W

Capacity kg

mm

mm

mm

mm

mm

mm

Overall Fork Width

Fork Length

Overall Length

Min. Fork Height

Max. Fork Height

Steering Wheel

2000

555

1150

mmFork Size 182 x 50

85

1580 1650

205

690

1220

Ø 180 x 50W

mm

V/Ah

Load Wheel

Battery

Ø 64 x 70W

DC1.5V x 4* Optional Thermal Printer

AC SERIES (REEL CARRYING) Model HR1500 HR1800

Capacity kg

mm

mm

mm

mm

mm

kg

Overall Fork Width

Fork Length

Min. Roll Diameter

Max. Roll Diameter

Max. Roll Length

Net Weight

1350

1500

860

1500

1800

1030

130 155

Ø 500

Ø 800

Ø 800

Ø 1400

PALLET HIGH LIFTER ELECTRIC PALLET
HIGH LIFTER

Model PHL10 PHL15 EPHL10 EPHL15

Capacity kg

mm

mm

mm

mm

mm

mm

mm

Overall Fork Width

Fork Length

Fork Width

Min. Fork Height

Max. Fork Height

Steering Wheel

Load Wheel

1000 1500 1000 1500

118 125 175

520 / 680

1170

160 x 50 160 x 50

85

800 800

85

Ø 150 x 50

Ø 75 x 50 Ø 75 x 50

kWLifting Motor Power 1.1kW

kgNet Weight

Ø 150 x 50

V/AhBattery 12V / 50Ah

520 / 680

1170

PALLET TRUCK02



MANUAL PALLET TILTER ELECTRIC PALLET TILTER EPT10Model MPT10

Capacity kg

mm

mm

mm

mm

mm

mm

mm

mm

Overall Fork Width

Fork Length

Handle Height

Min. Fork Height

Max. Fork Height

Width Between Forks

Fork Tip Length From Roller

1000

950

560

800

85

285

1138

234

135

638

1325

mm

Overall Length

mm

Overall Height (Raised)

mm

Overall Width

kW

kg

Overall Height (Lowered)

Lifting Motor Power

Net Weight

750

178

1000

950

560

800

85

285

1138

234

135

638

1410

750

0.8kW / 12V

185

SKID LIFTER Model SL-05P SL-10 SL-10PSL-05 ESL-05 ESL-05P ESL-10PESL-10

Capacity kg

mm

mm

mm

mm

mm

Max. Fork Height

Type

Platform

Min. Fork Height

Fork / Platform 
Length

Fork / Platform
Width

Pump Strokes to
Max. Lift

Front Roller

Battery

Battery Charger

Steering Wheel

kg

Ah/V

A/V

mm

mm

mm

mm

kg

Overall Length

Overall Width

Overall Height

Net Weight

Manual

without with without with without with without with

500 500 1000 1000 500 500 1000 1000

526

45 75

538 526 538 526 538 526 538

526

1640 1620 1740

1012

538 687 693 580 586 550 556

1550

1307 1050 1307

Electric

Ø 70 x 68, polyurethane

Ø 150 x 40, polyurethane

90/12

8/12

830 833 830 833 830 833 830 833

85 88 85 88 85 88 85 88

107 122 135 150 172 180 174 182

1115
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SEMI ELECTRIC
PALLET TRUCK Model PPT15

Capacity

Load Center

Operator type

600

1500

Walkie

200

85

820/1250

785/1308

Lowered Height of Fork

Max.Fork Lifting Height

Performance

Wheel

Battery

Charger Charger Type

Driving System

Fork Length

Overall Fork Width

Height of Tiller Arm In
Drive Position Min/Max

Height of Tiller Aim Min/Max

Fork Width

1308

27

1426

160

1540/1610

550/685

1150/1220

Overall Height

Overall Length

5/3

1872

PU

Clearance

Min. Turning Radius

Aisle Width (800*1200mm pallet)

Aisle Width (1000*1200mm pallet)

Wheel (Drive/Load) Type

1912

Wheel Quantity

130*55

80*70 / 80*93

Size of Drive Wheel

Size of Loading Wheel

1267

120/125 kg
(550*1150mm fork)

External

Wheel Base

Service Weight without Battery /
with Battery

3.5

4.0

4

10

0.45 DC

24

20Ah Lithium

174.5*87*211

Electromagnetic

km/h

km/h

laden

unladen
Travel Speed

Gradeability

Travelling Motor

Voltage

Battery Type /Capacity

Battery size (L*W*H)

Brake Type

%

%

DC/Kw

V

Ah

laden

unladen

PALLET TRUCK04
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ELECTRIC
PALLET TRUCK

Model EPT 15

Capacity

Load Center

Operator Type

mm

mm

mm

mm

mm

kg

mm

Max. Fork Lifting Height

Lowered Height of Fork

115

85

160

1150/1220

1552/1622

520

600

1500

Walkie

Max Height of Fork

mm

Fork Length

58

200

mmStandard Overall Fork Width 550/685

Fork Width

mm

Performance

Wheel

Motor

Battery

Overall Length

mm

mm

mm

mm

mm

mm

1353

1276

1887

Overall Height (with tiller)

402

Overall Height (without tiller)

Min. Turning Radius

Rear Body Length

550/685

Aisle Width (800*1200mm pallet) 

1918Aisle Width (1000*1200mm pallet) 

3.5

4

19

19

38

38

4

10

20 Ah Lithium

DC 0.5

24

Electromagnetic

km/h

km/h

laden

unladen
Max. Traveling Speed

Max. Lifting Speed

Max. Lowering Speed

Gradeability

Traveling

Lifting

Voltage

Capacity/ Type

Brake
Brake

Travel Brake

m/s

m/s

m/s

m/s

%

%

PU

1 driving + 4(2) Loading

Wheel Type (Drive/Load)

Wheel Quantity

Ø 130 x 55

Ø 80 x 93 (single wheel)  / Ø 80 x 70 (double wheel)

Size of Driving Wheel

Size of Loading Wheel

mm

mm

1197/1267

DC 0.45

Wheel Base mm

kw

kw

V

Ah

laden

unladen

laden

unladen

laden

unladen

Rear Body Width

mm

Fork Thickness

Regenerative braking

PALLET TRUCK 05



RPT20/25/30 SERIES Model RPT20/25/30

Capacity

Load Center

Operator Type

Electric Power Steering (EPS)

Lifting Height mm

mm

mm

mm

mm

kg

mm

mm

Max Fork Lifting Height

Lowered Height of Fork

Height of Tiller Arm in Drive
Position Min / Max

85 ~ 200

200

85

800

580

780

600

2000/2500/3000

Walkie /Rider

Unavailable

1030/1200

Rear Body Height

mm

Performance

Wheel

Weight

Driving System

Standard Fork Width

mm 1150Fork Length

Fork Thickness

mm

mm

mm

mm

mm

mm

mm

mm 2375

54

185Fork Width

Overall Length

2300

585

2400

Rear Length

1720

Overall Width

Aisle Width (800*1200mm pallet): Horizontal / Vertical  

Min. Turning Radius

40

Aisle Width (1000*1200mm pallet): Horizontal / Vertical  

5

5.3

35

45

50

40

2/5

6/9

490

700

160/210/270

0.8

24

790 x 210 x 576

Regenerate

Electromagnetic

1230-2402 (CURTIS)

km/h

km/h

laden

unladen
Max Traveling Speed

Max Lifting Speed

Max Lowering Speed

Gradeability

Service Weight without Battery

Service Weight with Battery

Traveling Motor

Lifting Motor

Voltage

Battery Capacity/ Type

Max. Battery Box Size (L*W*H)

Brake Type

Traveling Brake

Control System

m/s

m/s

m/s

m/s

%

%

kg

kg

PU

1/2/4

Wheel (Drive/Load) Type

Wheel Quantity (Drive/Balance/Load)

230

78

Size of Steering Wheel

Size of Loading Wheel

mm

mm

124

1435

1.3 (horizontal,2.0/2.5ton)
1.5 (vertical,2.0/2.5ton)

2.2 (vertical KDS,2.0/2.5/3.0ton)

Size of Balance Wheel

Wheel Base

mm

mm

mm

kw

kw

V

Ah

laden

unladen

laden

unladen

laden

unladen

Clearance

PALLET TRUCK06



WP SERIES Model WP51-35 WP52-30/35 WP53-30/35

Capacity kg

kg

kg

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

Wheel Base

Operating Type

Electric Power Steering(EPS)

3500

230250

60 

16022084

Rider
(Single pallet)

Walkie
(Single pallet)

Rider
(double pallets)

Standard equipped

85

230

145

680

1212/1365/15172432

3000 / 3500

Min. Fork Lowered Height

Max. Fork Lifting Height

mm

Max. Lifting Height

Overall Fork width

mm

mm

mm

mm

km/h

mm/s

mm 1536

23743605

930 832

2222

Fork Length

Fork Width

Fork Thickness

Overall Length

Overall Width

Overall Height (with Handle)

1280

2051

11/14 4/4.5

30/35

Overall Height (without Handle)

2708Min. Turning Radius

Battery Weight

Service Weight with Battery

Wheels Type

Wheel Qty (Driving/Balance/Loading wheel)

Driving Wheel Size

Loading Wheel Size

Balance Wheel Size

KWDrive Motor

KW

V/Ah

Lifting Motor

Battery Voltage / Capacity

Brake

Controller

Travel Speed (laden/unladen)

Min. Aisle Width for
Pallets 1200×1200

Performance

Weight

Wheel

Driving System

2536 23653650

Max. Lifting Speed (laden/unladen)

mm/s 45/40Max. Lowering Speed

% 5/7

1120 1045 910

350 (350Ah) / 470 (505Ah )

PU

1/4/2

Ø 228 × 93

Ø 84 × 152

Ø 115 × 55

DC 2

24/300 | 24/350 | 24/505

AC 4.2 AC 1.5

Gradeability (laden/unladen)

2190

(laden/
unladen)

Electromagnetic / Regenerative

Curtis 1234 (350A) Curtis 1230 (200A)

PALLET TRUCK 07
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LT SERIES Model LT15 LT30 LT50 LT75 LT100 LT200

Capacity kg

mm

mm

mm

mm

Times

kg

Min. Table Height

Max. Table Height

Table Size

Castol Wheel

Foot Pedal Cycles to
Max. Height

Net Weight

150 300

220 285

720 880

700 x 450 815 x 500 1000 x 510 1016 x 510 1100 x 700

45 77 81 125 122 195

< = 28 < = 27 < = 45 < = 82 < = 82

420

900

380 430

990 900

500 750 1000 2000

Ø 100 x 25 Ø 125 x 40 Ø 147 x 40 Ø 147 x 50 Ø 150 x 50

LTD SERIES Model LTD35 LTD80 LTD100

Capacity kg

mm

mm

mm

mm

Times

kg

Min. Table Height

Max. Table Height

Table Size

Castol Wheel

Foot Pedal Cycles to
Max. Height

Net Weight

350

355 445

1300 1500

910 x 500 1220 x 510

105 195

< = 53 < = 97

800 1000

Ø 125 x 40 Ø 127 x 50

ELT SERIES Model ELT30 ELT50 ELT75

Capacity kg

mm

mm

mm

mm

kg

Min. Table Height

Max. Table Height

Table Size (W x L)

Castol Wheel

Net Weight

300

290 445

880

450

1025 950

850 x 500 1010 x 520

115 157 154

500 750

Ø 125 x 40 Ø 150 x 48w

ELT100

169

445

1500

1000

ELTD SERIES Model ELTD35 ELTD50 ELTD80

Capacity kg

mm

mm

mm

mm

Min. Table Height

Max. Table Height

Table Size

Castol Wheel

Power Pack

350

370 495

1300

570

1618 1460

910 x 500 1010 x 520

240V/50Hz, DC0.8kW 240V/50Hz, DC0.7kW

kgNet Weight 150 198 208

500 800

Ø 125 x 40

mm/sLifting Speed

mm/sLowering Speed 100mm/s (loaded) / 90mm/s (unloaded)

90mm/s (loaded) / 110mm/s (unloaded)

Lifting Cycle 100

V/AhBattery 12V/24Ah

40

12V/75Ah

Ø 150 x 48w

STAINLESS LT SERIES Model LT10SS LT25SS LT35SS

Capacity kg

mm

mm

mm

Min. Table Height

Max. Table Height

Table Size (W x L)

100

250 290

1220

355

890 1295

500 x 910500 x 815 500 x 815445 x 700

250 350

LT45SS

290

890

450

LIFT TABLE & ELECTRIC LIFT PLATFORMS 08



ELP SERIES (U-LOW LIFT) Model ELP10-U

Capacity kg

mm

mm

mm

mm

mm/s

mm/s

Min. Platform Height

Max. Platform Height

Platform Size (W x L)

Width between Fork

Motor

Net Weight

Lifting Speed with
Load

Lowering Speed with
Load

1000

82

760

1450 x 1140

48

kW 0.75

kg 250

42

585

secLifting Time 18

ELPS SERIES (U-LOW LIFT) Model ELP06 SS

Capacity kg

mm

mm

mm

mm

mm

Min. Height

Max. Height

Platform Size (L x W)

Overall
Dimensions

Net Weight

600

85

850

1500 x 1100

kg 260

260

255

mm 1195

ELP SERIES (LOW PROFILE) Model ELP10-LP

Capacity kg

mm

mm

mm

Min. Platform Height

Max. Platform Height

Platform Size

Motor

Net Weight

1000

82

760

1450 x 1140

kW 0.75

kg 250

secLifting Time 18

ELP SERIES
(SUPER LOW PROFILE)

Model ELP05-SLP

Capacity kg

mm

mm

mm

Lowered Height

Platform Size

Vertical Travel

500

25

1270 x 1100

800

mmOverall Size 1500 x 1100 x 250

ELP08-SLP

750

ELP10-SLP

1000

35

ELP15-SLP

1500

LIFT TABLE & ELECTRIC LIFT PLATFORMS09
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ELP SERIES (STANDARD) Model ELP10 ELP20

Capacity kg

mm

mm

mm

mm/s

mm/s

Min. Platform Height

Max. Platform Height

Platform Size (W x L)

Motor

Net Weight

Lifting Speed with
Load

Lowering Speed

1000 2000

190

1010

1300 x 800 1200 x 1700

35 33

kW 0.75

kg 220 280

25 40

secLifting Time 40 22

ELP30

3000

220

1020

40

1.5

320

26

30

ELP40

4000

300

1400

35

2.2

505

45 - 50

31

ELPD SERIES (DOUBLE SCISSOR) Model ELPD10 ELPD20

Capacity kg

mm

mm

mm

mm

Min. Platform Height

Max. Platform Height

Platform Size (L x W)

Power Pack

Net Weight

Base Frame Size

1000 2000

305 360

1780

35 - 45

380V/50Hz, AC2.2Kw

kg 210 295

820 x 1300 850 x 1300

secLifting Time

640 x 1240 785 x 1220

ELPD40

4000

400

2050

55 - 65

520

900 x 1600

1200 x 1700

ELPT SERIES (THREE SCISSOR) Model ELPT10 ELPT20

Capacity kg

mm

mm

mm

mm

Min. Platform Height

Max. Platform Height

Platform Size (W x L)

Power Pack

Net Weight

Base Frame Size

1000 2000

470 560

3000

35 - 45 50 - 60

380V/50Hz, AC2.2kw

kg 450 750

1700 x 1000 1700 x 1000

secLifting Time

1600 x 1000 1606 x 1010

ELPQ SERIES (FOUR SCISSOR) Model ELPQ-04 ELPQ-08

Capacity kg

mm

mm

mm

mm

Platform Size

Base Frame Size

Lowered Height

Descending Time

Power Pack

Raised Height

400 800

1000 x 1700

1000 x 1600 1010 x 1606

30 - 40 70 - 80

75 - 85sec 30 - 40

600 706

secRaising Time

Control

548 858

Hand / Foot

380V/50Hz, AC2.2kw

kgNet Weight

4140 4210

LIFT TABLE & ELECTRIC LIFT PLATFORMS 10
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MANUAL PLATFORM STACKER Model PS0415

Capacity kg

mm

mm

mm

mm

mm

kg

Min. Fork Height

Max. Fork Height

Min. Mast Height

Length of Fork

Width Overall Fork

Weight

400

85

1500

1725

650

600 (Fixed)

91

ELECTRIC PLATFORM STACKER Model EPS0415

Capacity kg

mm

mm

mm

mm

mm

kg

Min. Fork Height

Max. Fork Height

Min. Mast Height

Length of Fork

Width Overall Fork

Weight

400

85

1500

1725

650

600 (Fixed)

127

MANUAL STRADDLED-LEG STACKER Model MSS1030

Capacity kg

mm

mm

mm

mm

mm

kg

Min. Fork Height

Max. Fork Height

Min. Mast Height

Length of Fork

Width Overall Fork

Weight

1000

75

3000

2020

1050

210 - 800

385

MANUAL STACKER Model MS1016

Capacity kg

mm

mm

mm

mm

mm

kg

Min. Fork Height

Max. Fork Height

Min. Mast Height

Length of Fork

Width Overall Fork

Weight

1000

85

1600

1980

220

MS1516

1500

260

MS1025

1000

2500

1830

1050

330 - 740

300

MS1030

3000

2060

310

MS2015

2000

88

1500

1980

1150

252 - 900

284

STACKER 11



WINCH STACKER Model WS0515

Capacity kg

mm

mm

mm

mm

mm

kg

Load Centre

Max. Fork Height

Lowered Fork Height

Fork Adjustment Width

Fork Width

Fork Length

500

500

1560

90

1000

160 - 690

70

WS1015

1000

575

1500

88

540 Fixed

160

1150

Effort Force to Rated Load kg

mm

mm

mm

mm

mm

kg

Lifting Height per Stroke

Ground Clearance

Min. Turning Radius
(Outside)

Front Load Roller

Steering Wheel

Overall Size (L x W x H)

120

22

18

1075

1325 x 725 x 2030

Ø 80 x 47

Ø 150 x 40

100

9.5

24

1250

Ø 80 x 94

Ø 150 x 50

1600 x 725 x 1930

kgWeight 146 182

ALUMINIUM STACKER Model AS-3535 AS-3050 AS-2565 AS-2079

mm

mm

mm

mm

m

m

m

Load Centre

Max. Working Height

Height-stowed

Length-stowed

300350

350

400

600

800

1000

300

250

200

200

150

150 100250

150 100 75

0.75

53.5 7.96.5

2

Length Operating m

m

m

m

m

Width Straddle Min.

Width Straddle Max.

Load Height Min.

Ground Clearance

1.88 2.08

1.88

0.75

Quantities 40” container 42

0.15

0.05

kgNet Weight 145

1.5

120 205185

STACKER12



DYC SERIES Model DYC10 DYC15 DYC20

Capacity kg

kg

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

Load Center

Lifting Height

Lowered Height of Fork

1000

804/904

1673

500

1600/2000/2500/3000/3300 1600/2000/25001600/2000/2500/3000/3500

85

1000/1150

54*160

540/680

1326

2165/2532/3032/3532/4032 2165/2532/3032/3532/3832 2165/2532/3032

2165/1565/1815/2065/2315 2165/1565/1815/2065/2215 2165/1565/1815

1500 2000

Fork Length

Fork Size

mm

Fork Width

Turning Radius

mm

mm/s

v/kw

v/Ah

v/Ah

mm/s

400/500

84

230/130

Mast Extend Height

Mast Lower Height

Overall Width

Overall Length (1150mm Fork Length)

Minimum Ground Clearance

Lifting Speed (unladen/laden)

12/1.6

12/120

Lowering Speed (unladen/laden)

12/15

Lifting Motor

Battery Capacity

285/345/365/385/405 310/370/390/410/430 335/395/415

Charger

Weight

DYC-A SERIES Model DYC10-A DYC15-A DYC20-A

Capacity kg

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

Load Center

Lifting Height

Lowered Fork of Height

1000

800

1685

400

1600/2000/25001600/2000/2500/3000

2165/2532/3032/3532

80

970

320-850

1335

2165/2532/3032

2165/1565/18152165/1565/1815/2065

1500 2000

Fork Length

Overall Fork Width

mm

Turning Radius

Mast Extend Height

mm/s

mm

v/kw

v/Ah

v/Ah

v/A

kg

mm/s 400*500

30

230/130

Mast Lower Height

Overall Width

Overall Length

Clearance

Lifting Speed (unladen/laden)

Lowering Speed (unladen/laden)

Ø100*70

Ø180*50

12V/18A

460 470

Dimension of Front Wheels

12/1.6

Size of Rear Wheels

Charger

Lifting Motor

12V/120Ah

Weight

Battery Capacity

STACKER 13



WS10S/12S/15SL SERIES Model WS10S

Type of Drive

Operator Type

Capacity

Load Center mm

kg

mm

mm

mm

mmWheel Base

Wheel Type

Size of Front Wheels

Size of Drive Wheels

600

1225 1255 1275

PU

¢78

¢220

¢124

1+1+4

Fork Over Stacker

Walkie

Full Electric

1000 1200 1500

Size of Balance Wheels

pcs

Performance

Weight

Specifications

Driving System

Wheels Quantity
(Driving + Balance + Loaden)

mm

mm

mm

mm

mm

mm

mm

mm 2065/3000/3500/3800/3950

1600/2500/3000/3300/3500

2065/1785/2035
/2185/2235

2015/1735/1985
/2135/2185

1985/1735/1985/2135

1985/2950/3450
/3750

1600/2500
/3000/3300

1750/1775 / 1775/1775

Mast Lower Height

Mast Extend Height

820

1150

Lifting Height

1770

C Model H+H ModelC+H Model
(rib reinforcement)Mast Profile

Overall Width

Aisle Width (800*1200mm pallet):
Horizontal / Vertical 

Aisle Width (800*1200mm pallet): 
Horizontal / Vertical  

Overall Length

160

Fork Length

mm 520/540/560/650/680Outer Width of The Fork

mm

mm

mm

90Lowered Height of Fork

Clearance

Min. Turning Radius

mm

mm

Rear Body Height

30

14601430

760

2210 2220 2510/2540 / 2540/2540

3.5 3.5

4 4

95 95

134 134

130 130

94 94

3 2

7 6

2284 2296 1570/2600 / 2600/2600

(260 x 169 x 215)x2

2.21.5

0.65

(12V/75Ah)x2

Electromagnetic

1212P-2501(CURTIS)

Service Weigth without Battery

Service Weigth with Battery

Lifting Motor

Drive Motor

Battery Voltage/ Capacity (20h)

Battery Size

Brake Type

kg

kg

Travel Speed
laden

unladen

laden

unladen

laden

unladen

laden

unladen

2.5

3

Lift Speed

Lower Speed

mm/s

mm/s

mm/s

km/h

km/h

75

90

85

75

5

7
Gradeability

mm/s

%

%

kw

kw

V/Ah

mm

Fork Width

WS12S WS15SL

450/500/520
/550/480

470/520/540
/570/580

470/520/540
/570

500/550/570
/600/630

520/570/590
/620/630

520/570
/590/620

Control System
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WS10SS/12SS/15SSL SERIES Model WS10SS

Mast Type

Type of Drive

Operator Type

Operating Handle Position

kg

mm

mm

mm

Capacity

Load Center

Wheel Base

Wheel Type

12001000 1500

600

1275

PU

Ø 100x60

Ø 210x75

1+2+2

Straddle Leg Stacker

Full Electic

C+HC+C H+H

Walkie

Middle

Size of Front Wheels

mm Ø 70x35Size of Balance Wheels

Size of Drive Wheels

Wheels Quantity

mm

pcs

Performance

Weight

Specifications

Driving System

mm

mm

mm

mm

mm

mm

mm

mm 2480/3380/3880/4180

1600/2500/3000/3300

1720 1718/1740/1740/1740/1740

2095/1815/2065/2215 2075/1765/2015/2165/2265

2490/3380/3880/4180/4380

1600/2500
/3000/3300/3500

2480/3380/3880/4180/4380

1600/2500/3000/3300/3500

2075/1760/2010/2165/2265Mast Lower Height

Mast Extend Height

970/1110/1250

1070

200 ~ 800

Lifting Height

Overall Length

Fork Length

Aisle Width (1000*1200mm pallet) 

Fork Width 100

Outer Width of The Fork

mmLowered Height of Fork

mm

mm

mm

1425 1425/1445/1445/1445/1445

Clearance

Min. Turning Radius

Rear Body Height

mm

mm

Aisle Width (800*1200mm pallet) 

70

30

730

2220

2275 2275/2295/2295/2295/2295

3.5

(260 x 169 x 215)x2 (260 x 172 x 214)x2

2.2

AC 0.75DC 0.65

(12V/75Ah)x2 (12V/100Ah)x2

Electromagnetic

1212P-2501(CURTIS) 1230-2402(CURTIS)

Service Weigth without Battery

Service Weigth with Battery

Lift Motor

Drive Motor

Battery Voltage/ Capacity (20h)

Battery Size

Brake Type

kg

kg

4

100

Travel Speed
laden

unladen

laden

unladen

laden

unladen

laden

unladen

112

92

Lift Speed

Lower Speed

mm/s

mm/s

mm/s

km/h

km/h

85

2.5

3

75

90

85

75

5

7
Gradeability

mm/s

%

%

k/w

k/w

V/Ah

mm

Overall Width

WS12SS WS15SSL

530/560/580/600/620/640 550/580/600/620/640/660 620/640/660/680/705

580/610/630/650/670/690 600/630/650/670/690/710 670/690/710/730/755

Controller

(Front+drive+ Balance)
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ES12/15/20 Series Model ES12D ES15D ES20D ES15T ES20T ES12FD ES15FD ES20FD

Mast Type

Mast Profile

Type Of Drive

Operator Type

Capacity kg

kg

kg

mm

mm

Load Center

Wheel Base

Electric Power Steering (EPS)

Duplex

H Model

Full Electric

Rider

Optional

Triplex Duplex mast & free lift

1200

600

1380

1500

600

1380

2000

600

1395

1500

600

1395

2000

600

1395

1200

600

1380

1500

600

1380

3000

600

1395

720

930

PU

880

1090

PU

920

1380

PU

1170

1380

PU

920

1380

PU

610/780/880 840/940/990 880/980/1030

820/990
/1090

1050/1150
/1200

1090/1190
/1240

PU PU PU

Ø78

Ø124

Ø230

Ø78

Ø124

Ø230

Ø78

¢124

¢230

Ø78

¢124

¢230

Ø78

¢124

¢230

¢78

¢124

¢230

¢78

¢124

¢230

¢78

¢124

¢230

Service Weight Without Battery

Service Weight With Battery

mm

Chassis

Speicification

Performance

Driving System

Wheel Type

Size Of Front Wheels

mmSize Of Rear Wheels

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

pcs 1/2/4

Size Of Drive Wheels

Wheels Quantity

2045 2075

5096

1795/2045/2195

2607 2460

3540 3035/3535/3835

Mast Lower Height

Mast Extend Height

259025302540

2607 2060

850 800800

800 940

850

800 990

30 40

205019902000

Overall Length (With Platform)

Overall Length (Without Platform)

Rear Body Length

Rear Body Width
800/850

(h3≥5000mm
: 850mm)

940 (h3≥
5000mm
:990mm)

990 (h4≥
5000mm
:1100mm)

1030-1200

585

40

Overall Width

830 800

2090 2102 2100 1637

1637158015781565

Rear Body Height

mmClearance

1150

2924 2928 2966 2991

1320/1570/1720

2500/3000/3300

2530

2399 2404 2442 2471 2530

2994 2996 3030 3053

2469 2472 2506 2533

2600

2600

90 70

185185 185 170170170

3000 4500

1550

540/560/580/680

mm

mm

mm

mm

mm

mm

Fork Length

Overall Fork Width

Min.Turning Radius (with platform)

Min.Turning Radius (without platform)

Lowered Height Of Fork

Fork Width

mm

mm

mm

Lifting Height

5

5.3

58

148

145

80

5

7

electromagnetic

1.5 (vertical motor+EPS)

3

24V | 150/210/280/340Ah

210

790×210×576

1230-2402 (CURTIS)

Freelift Height

mm

mm

mm

km/h

km/h

laden

unladen

Aisle Width

Travel Speed

Lift Speed

Lower Speed

Gradeability

Brake Type

Drive Motor

Lift Motor

Battery Voltage/Capacity

Battery Weight

Battery Size

Control System

mm/s

mm/s

mm/s

mm/s

%

%

kw

kw

V/Ah

kg

mm

laden

unladen

laden

unladen

laden

unladen

Height of Tiller Arm in Drive
Position Min./Max.

(800*1200mm pallet) 
(with platform): Horizontal/Vertical

Aisle Width (800*1200mm pallet) 
(without platform): Horizontal/Vertical

Aisle Width (1000*1200mm pallet) 
(without platform): Horizontal/Vertical

Aisle Width (1000*1200mm pallet) 
(without platform): Horizontal/Vertical
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ESS12/15/20 Series Model ESS12D ESS15D ESS20D ESS15T ESS20T

Mast Type

Mast Profile

Type Of Drive

Operator Type

Capacity kg

kg

kg

mm

mm

Load Center

Wheel Base

Electric Power Steering (EPS)

Duplex

H Model

Full Electric

Walkie/Rider

Optional

Triplex

1200

600

1362

1500

600

1362

2000

600

1362

1500

600

1432

2000

750 960 1105 1220 1410

960 1170 1315 1430 1620

600

1432

Service Weight Without Battery

Service Weight With Battery

mm

Chassis

Specification

Performance

Driving System

PU PU PU PU PU

Ø96 Ø96 Ø96 Ø96 Ø96

Wheel Type

Size Of Front Wheels

mm Ø124 Ø124 Ø124 Ø124 Ø124Size Of Rear Wheels

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

pcs

Ø230 Ø230 ¢230

1/2/4

Ø230 Ø230Size Of Drive Wheels

Wheel Quantity

2070 2080

800 850

585

2105 2115

1960 1985

3845 5355

Mast Lower Height

Mast Extend Height

1924Overall Length (Without Platform)

Rear Body Width

Rear Body Length

1150

1030-1200

1070

Overall Width 

800

70

Rear Body Height

30 40 30Clearance

mmFork Length

240-800 240-800

1707

200-800

100

3000

2358 2506 2444 2550

2428 2573 2511 2620

4500

1530

120 100 120

35 40 35 40

1550 1652 1612

200-800mm

mm

mm

mm

mm

mm

Overall Fork Width

Height of Tiller Arm in Drive
Position min./max.

Min.Turning Radius

Lowered Height of Fork

Fork Width

Fork Thickness

OD 1150/1290/1430

mm

mm

mm

ID 1000/1140/1280

5

5.3

58

148

145

80

5

7

electromagnetic

1.5 (vertical motor+EPS)

3

24V | 150/210/280/340Ah

210

790 × 210 × 576

1230-2402 (CURTIS)

Lifting Height

Freelift Height

mm

mm

km/h

km/h

laden

unladen

Aisle Width (800*1200mm pallet):
Horizontal / Vertical

Aisle Width (1000*1200mm pallet):
Horizontal / Vertical

Travel Speed

Lift Speed

Lower Speed

Gradeability

Brake Type

Drive Motor

Lift Motor

Battery Voltage/Capacity

Battery Weight

Battery Size

Control System

mm/s

mm/s

mm/s

mm/s

%

%

kw

kw

V/Ah

kg

mm

laden

unladen

laden

unladen

laden

unladen
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PWS10S/15S Series Model PWS10S PWS15S

Drive Unit

Operator Type

Capacity

Wheel Base mm

kg

kg

kg

mm

mm

mm

Load Center Distance

Tyre Type Driving Wheel
/ Loading Wheel

Electric

Walkie

1000 1500

600 600

12311231

375/425/445/475355/405/425/455

345/395/315/445325/375/395/425

PU

Service Weight without Battery

Service Weight with Battery

mm

Performance

Specification

Driving System

Size of Driving Wheel

Size of Loading Wheel

pcs

Size of Balance Wheel

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

1600/2500/3000/3300

2110/1785/2035/2185 

2015/3000/3500/3800

Ø180

4

Ø78

Ø210

Lift Height

Wheel Quantity

800

85

1720

355

Mast Lower Height

Mast Extend Height

Lowered Height

Overall Length

Length to Face of Fork

Overall Width

54x160x1150

540/680

Fork Dimensions (W x L)

Width Accross Fork

mm 90Lowered Height of Fork

30

2256

2184

1390

Clearance

mmAisle Width (1000*1200mm pallet)

mm

mm

Aisle Width (800*1200mm pallet)

Min. Turning Radius

3.5

4.0

95

134

130

94

5

7

Electronic

0.65

1.5

24/75

(260 x 172 x 214) x2

1212P-2501 (Curtis)

km/h

km/h

laden

unladen
Travel Speed

Lift Speed

Lower Speed

Max Gradeability

Service Brake Type

Driving Motor

Lifting Motor

Battery Voltage/Capacity

Battery Size

Control System

mm/s

mm/s

mm/s

mm/s

%

%

kw

kw

V/Ah

mm

laden

unladen

laden

unladen

laden

unladen
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PWS10SS/15SS Series Model PWS10SS PWS15SS

Drive Unit

Operator Type

Capacity

Wheel Base mm

kg

kg

kg

mm

mm

mm

Load Center Distance

Tyre Type Driving Wheels
/ Loading Wheels

Electric

Walkie

1000 1500

600

1255

380/410/430/450/470360/390/410/430/460

430/460/480/500/520410/440/460/480/510

PU

Service Weight without Battery

Service Weight with Battery

mm

Performance

Specification

Driving System

Size Of Driving Wheels

Size Of Loading Wheels

pcs

Size Of Balance Wheels

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

1600/2000/2500/3000/3300

2110/1550/1800/2050/2200

2110/2516/3016/3516/3816

Ø180

4

Ø100

Ø210

Lift Height

Wheels Quantity

1070

1670

90

Mast Lower Height

Mast Extend Height

Overall Length

Width of Fork Leg

968/1108/1248Inner Width of Fork Leg (Leg Width +180) 

Fork Length

200-800

70

Outer Width of the Fork

Lowered Height of Fork

30

2270

2200

1405

Clearance

mmAisle Width (1000*1200mm pallet)

mm

mm

Aisle Width (800*1200mm pallet)

Min.Turning Radius

3.5

4.0

100

112

92

85

5

7

0.65

2.2

12/85x2

(260 x 165 x 220) x2

1212P-2501 (Curtis)

mm/s

mm/s

laden

unladen
Traveling Speed

Lifting Speed

Lowering Speed

Max Gradeability

Driving Motor

Lifting Motor

Battery Voltage/Capacity

Battery Size

Control System

mm/s

mm/s

mm/s

mm/s

%

%

kw

V/Ah

mm 

laden

unladen

laden

unladen

laden

unladen
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CBES12/15D / CBES12/15T Model CBES12D CBES15D CBES12T CBES15T CBES12FD CBES15FD

Mast Type

Mast Profile

Type Of Drive

Operator Type

Capacity kg

kg

kg

mm

mm

Load Center

Wheel Base

Electric Power Steering (EPS)

Duplex

1200 1500 1200 1500 1200 1500

600 600 600 600 600 600

1170 1270 1170 1270 1170 1270

1520 1620 1725 1825

1730 1830 1935 2035

PU PU PU PU PU PU

3140 3240 3140 3240 3140 3240

C Model H ModelC Model / H Model

Full Electric

Rider

Standard Equipped

Triplex Duplex mast & free lift

1470/1570/1630 1570/1670 /1730

1680/1780 /1840 1780/1880 /1940

Service Weight Without Battery

Service Weight With Battery

mm

Chassis

Specification

Performance

Driving System

Wheel Type

Size Of Front Wheels

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

pcs 1/2

Ø210

Ø230Size Of Drive Wheels

Wheels Quantity

2055 2045

860 850

1805/2055/2205

54603925 3420/3920/4220

4500

60

3000 2500/3000/3300

Mast Lower Height

850

Overall Length (With Platform)

Rear Body Height

Rear Body Width

1030-1200

200 ~ 900

Mast Extend Height

1070Fork Length

mmOverall Fork Width

Lifting Height

Clearance

1430 1530 1430 1530 1430 1530

3090 3190 3090 3190 3090 3190

2/5

70

35

100

1530

mm

mm

mm

mm

mm

Min. Turning Radius

Lowered Height of Fork

Fork Thickness

Fork Width

°

mm

Fork Tilting Degree

5

5.3

108

147

145

80

5

7

Electromagnetic

1.5

3

24V | 210/280/340Ah

210

790×210×576

1230-2402 (CURTIS)

Freelift Height

km/h

km/h

laden

unladen

Aisle Width (800*1200mm pallet):
Horizontal / Vertical 

3120 3220 3120 3220 3120 3220mm
Aisle Width (1000*1200mm pallet):
Horizontal / Vertical 

Travel Speed

Lift Speed

Lower Speed

Gradeability

Brake Type

Drive Motor

Lift Motor

Battery Voltage/Capacity

Battery Weight

Battery Size

Control System

mm/s

mm/s

mm/s

mm/s

%

%

kw

kw

V/Ah

kg

mm

laden

unladen

laden

unladen

laden

unladen

Height of Tiller Arm in Drive
Position min./max.

1300/1550/1700

(forward/ backward)

COUNTER BALANCE STACKER
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WRS85-14 SERIES Model WRS85-14

Mast Type

Load Center

Operator Type

Capacity kg

mm

mm

mm

mmOptional Lifting Height

Lowered Height of Fork

Electric Power Steering (EPS) Standard Equipped

3500/3700/3800/4000/4500/5000/5500

55

1070

1566

600

1400

Triplex

Walkie

200-755Outside Width between Forks

mm

mm

Weight

Chassis

Wheel

Performance

Driving System

Standard Fork Length

Fork Thickness

mm

°

mm

mm

mm

mm

kg

kg

mm

mm

mm 0-600

40

100Fork Width

Reach Distance

48.5

4/3

2290

1990

Fork Tilting Degree (Forward/Backward)

2385

Min. Turning Radius

2465

4685/4885/4985/5185/5685/6185/6685

Min. Ground Clearance

1430

2225

Overall Width

Overall Length

mmMast Extend Height

Service Weight Without Battery

Service Weight With Battery

1814/1880/1914/2081/2248/2415/2582

PU

1*Driven wheel, 4*Loading wheel

1478

mm

mm

Mast Lower Height

Wheel Type Front/ Rear

Wheel Quantity

Wheel Base

3.5

4

130

230

130

230

8

5

Electromagnetic / Regenerative

1.5 AC

4.5 DC

0.15 DC

24V

345Ah/industry

CURTIS

km/h

km/h

laden

unladen

Max. Travelling Speed

Max. Lifting Speed

Max. Lowering Speed

Gradeability

Brake Type

Travelling Motor

Lifting Motor

Steering Motor

Voltage

Battery Voltage/Capacity/Type

Control System

mm/s

mm/s

mm/s

mm/s

%

%

kw

kw

kw

V

Ah

laden

unladen

laden

unladen

laden

unladen

Min. Aisle Width for Pallets 800 x 1200

Min. Aisle Width for Pallets 1000 x 1200

PANTOGRAPH STACKER
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MRS SERIES Model MRS12D

Mast Profile

Mast Type

Type Of Drive

Operator Type

Capacity kg

mm

kg

mm

mm

Load Center

Wheel Base

Reach Distance

Electric Power Steering (EPS)

1200 1500 1200 1500 1200 1500

600

Standard Equipped

PU

Full electic

Rider

Duplex Triplex Duplex Mast & Free Lift

C Model/h Model C Model C Model

Service Weight Without BatteryService Weight Without Battery

Service Weight With Battery

Wheel Type

kg
Weight

Wheel

Chassis

Specifications

Performance

Driving System

mm

pcs

mm

mm

mm

mm

mm

mm

mm

¢210

1/2

2686

¢230

Size Of Front Wheels

Size Of Drive Wheels

850/988

1030-1200

860

Wheels Quantity

2075

Rear Body Width

Rear Body Height

mm

mm

mm

mm

Mast extend height

Lifting Height

Clearance

Fork Length

mmOverall Fork Width

Mast Lower Height

Overall Length (Without Platform)

3226

2786

3326

2786

3326

850/988

Overall Length (With Platform)

MRS12T MRS15T MRS12FD

1308 1408 1308 1408 1300 1400

400 500400 500400 500

1626 1726 1795 1895 1590/1690 /1750 1690/1790 /1850

1800/1900 /1960 1900/2000 /20602005 21051836 1936

MRS15FDMRS15D

850/908

3350

3350

2686

2040

3226

3235

1795/2045/2195

5460

4500 2500/3000/33003000

60

1070

200 - 680

mmFork Width 100

mmFork Thickness

mm

mm

mm

mm

Min. Turning Radius

Lowered Height Of Fork

Freelift Height

35

1491

70 100 70

1530

2/5

1260/1510/1660

1590 1491 1590 1600 1600

2701 2752 2702 2733 3215 3315

3222 3274 3223 3255 3215 3315

3955 3370/3870/4170

3235

Height Of Tiller Arm In Drive
Position Min./Max.

Fork Tilting Degree
(Forward/
backward) °

Aisle Width (800*1200mm Pallet):

Horizontal/vertical (Without Platform)

mm
Aisle Width (800*1200mm Pallet):

Horizontal/vertical (With Platform)

2745 2799 2746 2780 3245 3345mm
Aisle Width (1000*1200mm Pallet):

Horizontal/vertical (With Platform)

3266

5/5.3

108/147

145/80

5/7

3321 3267 3302 3245 3345mm

%

mm/s

mm/s

km/h

Aisle Width (1000*1200mm Pallet):

Horizontal/vertical (With Platform)

Travel Speed (laden/unladen)

Lift Speed (laden/unladen)

Lower Speed (laden/unladen)

Gradeability (laden/unladen)

electromagnetic

1.5

3

210

790×210×576

1230-2402(CURTIS)

24V      210/280/340AhV/Ah

kw

kw

mm

kg

Brake Type

Drive Motor

Lift Motor

Battery Weight

Battery Size

Control System

Battery Voltage/Capacity

MAST REACH STACKER
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SEMI ELECTRIC DRUM HANDLER Model EDS500-A

Capacity kg

Type

mm

mm/s

mm

mm

mm

Lifting Height

Lifting Speed

Turning Radius

Inner Width of Front Leg

Outer Width of Front Leg

Front Wheel

1500

120

800

1.6

mm

mm

Rear Wheel

KWPump Unit Power

V/AhBattery 120/12

* Optional Weight Scale

Ø 80 x 55

EDS500

500

Electric Lifting and
Electric Rotating

Electric Lifting and
Manual Rotating

1620

640

Ø 150 x 50

MANUAL DRUM HANDLER Model DS500

Capacity kg

mm

mm

mm

mm

mm

kg

Lifting Height

Max. Mast Height

Overall Width

Overall Length

Drum Size

Weight

500

1425

2020

890

155

570 x 900

1190

DRUM PORTER (ADJUSTABLE HEIGHT) Model DV450

Capacity kg

mm

mm

mm

mm

mm

kg

Lifting Height

Lifting per Stroke

Max. Drum Diameter

Pump Type

Truck Width

Weight

450

500

11.6

572

165

1020

Foot Pump

Capacity

Lifting Height

Max. Drum Diameter

Weight

Max. Drum Height

DRUM PORTER Model DP300

kg

mm

mm

mm

mm

300

280

572

915

40

Capacity

Drum Size

Fork Opening

Fork Pockets (W x H)

FORKLIFT DRUM ROTATOR Model FDT-1

kg

mm

mm

mm

360

Ø 572mm, 210L (55 Gallon)

620

180 x 65

DRUM HANDLING EQUIPMENT23



DRUM HANDLING EQUIPMENT 24

Capacity

Drum Size

Fork Opening

Weight

Dimension (W x L x H)

FORKLIFT DRUM GRIPPER Model FDG1

kg

gallon

mm

mm

mm

360

55 Gallon x 1

560

710 x 830 x 1000

60

FDG2

720

55 Gallon x 2

605

850 x 1030 x 1000

96

Capacity (per drum)

Drum Size

Fork Pockets

Net Weight

FORKLIFT DRUM GRAB Model

kg

gallon

inch

kg

FDU-1

450 900

55

140 x 57 178 x 57

55

FDU-2

DL360-3

90

Capacity

Drum Size

Fork Way Dimension
(W x H)

Overall Size

Fork Speed

FORKLIFT DRUM POSITIONER
(HORIZONTAL & VERTICAL) Model FDP400

kg

mm

mm

mm

mm

400

210 Litre Steel / L & XL Ring Plastic Drum

140 x 50

575

1900 x 690 x 655

FDP350

350

1405 x 720 x 120

MOBILE DRUM CARRIER Model MDC360

Capacity kg

mm

mm

mm

kg

Drum Size

Steering Wheel

Load Wheel

Net Weight

360

210 (Ø 572mm, Steel Drum)

100

200

50

HYDRAULIC DRUM TRUCK Model HDT360

Capacity kg

mm

mm

mm

mm

Min. Height of Arm

Max. Height of Arm

Radius of Arm

Overall Size (L x W)

360

270

390

290

1022 x 722

kgNet Weight 50

OVERHEAD DRUM LIFTER Model DL350

Capacity kg

mm

mm

kg

Drum Size

Drum

Net Weight

350

210

plastic drum and conventional drums

6

360

33, 55

7

OVERHEAD DRUM LIFTER Model DL450

Capacity kg

mm

kg

Drum Size

Net Weight

500

210

9



STEEL DRUM DOLLIES Model DD320

Capacity kg

gallon

mm

mm

Drum Size

Inside Diameter

Castor Type

Castor Dia. xW

320

30

501

Plastic

76 x 30

No. of Wheels 4

kgNet Weight 7

DD410

410

55

601

9

OVERHEAD DRUM ROTATOR Model DL360

Capacity kg

mm

kg

Drum Size (H x W x D)

Net Weight

360

975 x 712 x 200

MULTI FUNCTION DRUM TRUCK Model 50MF

Capacity kg

mmDimension (W x L x H)

500

630 x 1620 x 480

38

DRUM CRADLES Model DP450

Capacity kg

gallon

mm

kg

Drum Size

Drum Height

Weight

450

15, 30 & 55

500

26

STAINLESS STEEL DRUM DOLLIES Model DD300SS

Capacity kg

mm

mm

kg

Outline Dimensions

Wheel Dimension

Net Weight

300

610 x 150

Ø 75 x 35

5.5

DD400SS

400

730 x 150

5.7

OVERHEAD DRUM CLAMP Model DL500

Safe Working Load kg

kg

mm

Single

Double

Reach

Net Weight

Proven Test Load

500

1000

2000

690

kg 38

PLASTIC DRUM DOLLIES Model DD410P

Capacity kg

mm

mm

kg

mm

Inner Diameter

Outer Diameter

Wheel Dimension

Net Weight

410

477

591

Ø 76 x 30

6.5

DRUM HANDLING EQUIPMENT25
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FORK HOOK Model FH25

Capacity kg

mm

mm

mm

mm

Fork Opening

Fork Size

Overall Size

Packing Size

2500

160 x 180 200 x 100

680 x 170 x 200

660 x 150 x 180

745 x 195 x 235

730 x 180 x 220

FH10

1000

250

150 x 75

440 x 120 x 160

480 x 140 x 172

FH50

5000

450

kgNet Weight 2413 45

TELESCOPIC FORK
MOUNTED JIBS

Model
TFMJ-I

Length Position

Capacity kg

mm

A B C D E F G H I J K L M N

CRANE FORK Model CF30

Capacity kg

mm

mm

mm

kg

Adjustable Fork

Effective Height

Fork Length

Net Weight

3000

450 - 900

1300 - 2000

1000

280

CF20

2000

370 - 800

1290 / 1590 / 1890

980

180

CF50

5000

530 - 1000

380

FORKLIFT MAINTENANCE
PLATFORM

Model FMP30A

Max. Capacity kg

mm

mm

Deck Size

Max. Height

300

950 x 950

2000

mmFork Spread 600 x 690

FMP30B FMP30C

1200 x 1000 1000 x 1000

756

3000

Net Weight kg 190

986 1216 1446 1676 1906 2138 2367

2300 1865 1568 1353 1190 1061 958 874 803 743 691 648

2596 2825 3054 3283 3512

606

3741

FORK / CRANE EQUIPMENT26

FORK EXTENSIONS LengthWidth Length Length Length

48”

54”

60”

48”

54” 54”

60”

63”

66”

72”

84”

90”

96”

72” 72”

84”

90”

96” 96”

60”

63”

66”

72”

84”

90”

96”

4”

Width

5”

Width

6”

Width

7”
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SEMI ELECTRIC ORDER PICKER Model EOP2027 EOP2033 EOP2035 EOP2045

Capacity kg

mm

mm

mm

mm

mm

mm

Max. Machine Height

Max. Platform Height

Platform Length

Platform Width

Wheel Base

Driving Wheel Size

200

4000

2700

970

600

800

4900

3300

5500

3500

640

Ø 150 x 50

6000

4000

6500

4500

inCastor Size 5

mm

V/Kw

V/Ah

V/A

mm

mm

Ground Clearance

Lifting Motor

Battery

Charger

Overall Length (L)

Overall Width (W)

mmOverall Height (H)

35

12V / 1.6

12V / 120

12 / 15

1300

760

1735

840

2035

EOP2040

ELECTRIC ORDER PICKER Model AT3-2.7

Max. Machine Height

Max. Platform Height

Min. Distance Of The Grand

Max Load

Platform Size mm

mm

mm

mm

kg

mm

%

mm

km/h

km/h

Max. Driving Speed (Fall)

Max. Driving Speed (Rise)

Min. Turning Radius

Max Adapter Ground Degree

650 x 690

4

1.5

1500

15-20

Ø 230 x 80

6

2 x 24/0.4

40

300

2700 3000 40003500 4500

3989 4439 54005189 6000

Driving Wheel Size

Castor Size

Driving Motor

in

v/kw

v/kw

v/Ah

mm

mm

mm

kg

v/Ah

24/1.6

24/20

760

2 x 12/ 120

Lifting Motor

Maintenance Free Battery

600

Charger

1520

Overall Net Weight

Overall Length

Overall Width

2110

560

1700

580

1860Overal Height

AT3-3 AT3-3.5 AT3-4.0 AT3-4.5

662

1810

682

1990

ORDER PICKER / AERIAL WORK PLATFORM27



MOBILE ALUMINIUM
WORK PLATFORM Model AWP1006 AWP1008 AWP1010 AWP2006 AWP2008

Max. Platform Height mm

mm

mm

mm

kg

mm

mm

Working Height

Min. Platform Height

Ground Clearance

Lift Rated Capacity

Platform Size

Outspread Size

6000 8000 10000 6000 8000 10000 12000

10000 12000 140008000 10000 12000

580

630 x 650

2050 x 1850

1200 x 600 1500 x 600

1850 2050

150 125

8000

380 420 450 580 640 740 840

680 780 880420 450 500 620

300 250 200

1900 x 1800
2200
x 1950

2300
x 2600

V
Electrical
Source

220 - 240

V

V/Ah

V/A

V/Kw

V/Kw

mm

AC

DC

AC

DC

Aneroid Battery

Charger

Lifting
Motor

Overall Length

mmOverall Width

mmOverall Height

24

2 x 12 / 75

24 / 15

220 / 0.75 - 1.5

24 / 1.5 - 1.6 24 / 2.5

AWP2010 AWP2012

18001430

840

20501950

1600

900

2050

kg

kg

Overall
Net Weight

AC

DC

60 80

850

1800

ORDER PICKER / AERIAL WORK PLATFORM 28
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HAND TROLLEY Model

Wheel Size mm

mm

mm

Top Plate Size

Dimension

8” / 200 mm

350 x 220

1300 x 350

kgLoad Capacity 80

P280

HAND TROLLEY Model

Wheel Size mm

mm

mm

Top Plate Size

Dimension

8” / 200 mm

470 x 220

1200 x 470

kgLoad Capacity 80

Y280

ALUMINIUM FOLDING TROLLEY Model

Capacity kg

mm

mm

Width

Length

90

360

410

mmHeight 1100 (720)

mmCastor Wheel Ø 150

kgNet Weight 6.5

AFT90

MOTOR DRIVEN HAND TRUCK Model EHT-30

Capacity kg

mm

mm

mm

mm

mm

Overall Size

Platform Size

Platform Height

Gradeability

Turning Radius

Front Wheels (Air Rubber)

300 500

1200 x 600 x 1100

1000 x 600 1280 x 630

290 300

12°

1200

150

10°

1000

125

EHT-50

1450 x 630 x 1080

V/WReal Wheels (PU) 125 150

V/W

V

Motor 24 / 200 24 / 400

h

h

Battery

Controller

Charger

Brake

Continuous Working Time

Charging Time

2 x 12V, 14Ah

70A, Curtis

24

6

8 ~ 10

Electromagnetic

5

7 ~ 8

2 x 12V, 33Ah

Km/hDriving Speed 3 ~ 6 3 ~ 6

unitsQty of 20ft Container 48 38

HAND TRUCK 29



STAIR CLIMBING SACK TRUCK Model

Capacity kg

mm

mm

mm

External Dimension
(L x W x H)

Deck Size

Castor Size

Castor Type

200

300 x 220

160 x 40

12° Rubber

SCT200

650 x 460 x 1300

CYLINDER TROLLEY Model C-100

Type

litres

mm

mm

kg

mm

Cylinder Capacity

Cylinder Diameter

Overall Size (L x W x H)

Net Weight

Wheel (D x W)

One Cylinder Two Cylinders

10/20/40/50

140 - 250 210 - 250

660 x 600 x 1360 700 x 700 x 1380

45

Rubber Ø 400 x 50

17

Rubber Ø 200 x 50

C-201

40/50

ERGO GAS CYLINDER TRUCK Model DE-A202

Cylinder Capacity litres

mm

mm

mm

mm

kg

Cylinder Diameter

Wheel (D x W)

Support Castor (D x W)

Overall Size (L x W x H)

Net Weight

40/50

Type Two Cylinder

210 - 250

Rubber Ø 400 x 80

Nylon Ø 200 x 30

750 x 550 x 1420

50

HAND TRUCK30



300kg

920(L) x 610(W) x 870(H) mm

Foldable

5” Castor

Prestar Movett

NF-301 SF-301M

C

D

H

W

B

150kg

740(L) x 480(W) x 830(H) mm

Foldable

4” Castor

Prestar Movett

NB-101 SB-101M

C

D

H

W

B

150kg

740(L) x 480(W) x 850(H) mm

Non-Foldable

4” Castor

Prestar Movett

NB-114 SB-114M

C

D

H

W

B

300kg

920(L) x 610(W) x 930(H) mm

Non-Foldable

5” Castor

Prestar Movett

NF-314 SF-314M

C

D

H

W

B

150kg

740(L) x 480(W) x 850(H) mm

Non-Foldable

4” Castor

Prestar Movett

NB-105 SB-105M

C

D

H

W

B

300kg

920(L) x 610(W) x 930(H) mm

Non-Foldable

5” Castor

Prestar Movett

NF-315 SF-315M

C

D

H

W

B

150kg

740(L) x 480(W) x 850(H) mm

Non-Foldable

4” Castor

Prestar Movett

NB-104 SB-104M

C

D

H

W

B

300kg

920(L) x 610(W) x 930(H) mm

Non-Foldable

5” Castor

Prestar Movett

NF-304 SF-304M

C

D

H

W

B

M

C

D

H

W

B

150kg

740(L) x 480(W) x 850(H) mm

Non-Foldable

4” Castor

Prestar Movett

NB-115 SB-115

HAND TRUCK 31



300kg

920(L) x 610(W) x 1050(H) mm

Non-Foldable

5” Castor

Prestar Movett

NF-327 SF-327M

C

D

H

W

B

150kg

740(L) x 480(W) x 990(H) mm

Non-Foldable

4” Castor

Prestar Movett

NB-127 SB-127M

C

D

H

W

B

300kg

920(L) x 610(W) x 920(H) mm

Non-Foldable

5” Castor

Prestar Movett

NF-307 SF-307M

C

D

H

W

B

500kg 400kg

1240(L) x 790(W) x 800(H) mm

Non-
Foldable

Non-
Foldable

Foldable Foldable

6” Castor

Prestar Movett

NG-401 NG-402M

C

D

H

W

B

400kg

900(L) x 600(W) x 860(H) mm

Single
Non-Foldable

Double
Non-Foldable

5” Castor

Prestar

TF402 TF403M

C

D

H

W

B

600kg

1230(L) x 780(W) x 865(H) mm

Non-Foldable

8” Castor

Movett

PG-502M

C

D

H

W

B

500kg 400kg 500kg

1240(L) x 790(W) x 925(H) mm

Non-Foldable

6” Castor

Prestar Movett

NG-407 SG-407 SG-507M

C

D

H

W

B

M

C

D

H

W

B

500kg 400kg

1240(L) x 790(W) x 825(H) mm

Non-Foldable

6” Castor

Prestar Movett

NG-403 SG-403

SG-401 SG-402

300kg

920(L) x 610(W) x 930(H) mm

Non-Foldable

5” Castor

Prestar Movett

NF-305 SF-305M

C

D

H

W

B

HAND TRUCK32



M

C

D

H

W

B

600kg

1230(L) x 780(W) x 865(H) mm

Non-Foldable

8” Castor

Prestar

PG-503

100kg

710(L) x 460(W) x 900(H) mm

SS132M

C

D

500kg

1240(L) x 790(W) x 825(H) mm

Non-Foldable

6” Castor

MovettMovett

SG-503M

C

D

H

W

B

M

C

D

H

W

B

500kg

1240(L) x 790(W) x 825(H) mm

Non-Foldable

6” Castor

SG-502

100kg

710(L) x 460(W) x 900(H) mm

SS122M

C

D

M

C

D

H

W

B

120kg

710(L) x 455(W)
x 150(H) mm

4” Castor

PS-100

300kg

895(L) x 595(W)
x 190(H) mm

Nill

5” Castor

Movett

PM-300

M

C

D

H

W

B

120kg

710(L) x 455(W)
x 835(H) mm

4” Castor

PS-101

300kg

895(L) x 595(W)
x 875(H) mm

Foldable

5” Castor

Movett

PM-301 M

C

D

H

W

B

120kg

710(L) x 455(W)
x 885(H) mm

4” Castor

PS-114

300kg

895(L) x 595(W)
x 945(H) mm

Non-Foldable

5” Castor

Movett

PM-314 M

C

D

H

W

B

200kg

710(L) x 455(W)
x 885(H) mm

4” Castor

PS-104

300kg

895(L) x 595(W)
x 945(H) mm

Non-Foldable

5” Castor

Movett

PM-304
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M

C

D

H

W

B

120kg

710(L) x 455(W)
x 910(H) mm

4” Castor

PS-115

300kg

895(L) x 595(W)
x 970(H) mm

Non-Foldable

5” Castor

Movett

PM-315 M

C

D

H

W

B

120kg

710(L) x 455(W)
x 910(H) mm

4” Castor

PS-105

300kg

895(L) x 595(W)
x 970(H) mm

Non-Foldable

5” Castor

Movett

PM-305 M

C

D

H

W

B

120kg

710(L) x 455(W)
x 970(H) mm

4” Castor

PS-127

300kg

895(L) x 595(W)
x 1020(H) mm

Non-Foldable

Non-Foldable

5” Castor

Movett

Movett

PM-327

M

C

D

H

W

B

300kg

895(L) x 595(W)
x 930(H) mm

5” Castor

PM-307

HAND TRUCK34
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LADDER TROLLEY (ST SERIES) Model ST5 ST6 ST7 ST8 ST9

Ladder Step mm

mm

mm

kgs

kgs

Platform Height

Handle Height

Castor Wheel

Loading (Top)

Loading (Bottom)

Finishing

5 6 7 8 9

1524 1830

2439 2745

5” PU / Cast Iron

350

High Gloss Painting / Epoxy Powder Coating

150

2135

3050

2440 2745

3355 3660

TANKER LADDER Model TL350 TL400 TL450 TL500

Length mm

mm

mm

mm

mm

kg

kg

Width

Max Length

Length of Folding

Stepping Width

Weight

Weight of Loading

2400 2500 2680 2800

800

3500 4000

100

4500 5000

2300 2700 3100 3500

290 320 350 380

150

2 IN 1 LADDER TROLLEY (LT SERIES) Model LT3 LT5

Colour

mm

mm

mm

mm

mm

a

b

c

d

e

Ladder Step

Dimension

Beige Blue

3

1136

5

2040

1022 1573

730

715

1283

486

mm

mm

kgs

Wheel

Loading

Finishing

Weight

Ø 5”

1070

Top 150 / UDL, Bottom 150 / UDL

Epoxy Powder Coating

47 54

a c

e

d

b
a

e

d

c b

2 IN 1 LADDER TROLLEY (SK SERIES) Model SK3 SK5

Colour

mm

mm

mm

mm

mm

a

b

c

d

e

Ladder Step

Dimension

Beige Blue

3

1020

5

1890

915 1530

652

510

1265

317

mm

mm

kgs

Wheel

Loading

Finishing

Weight

Ø 5”

915 1020

Top 150 / UDL, Bottom 150 / UDL

Epoxy Powder Coating

47 54

a c

e

d

b
a

e

d

c b

ACCESS EQUIPMENT35
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WORK TAINER Model

Load Capacity kg

Material (Platform)

Castor Wheel

500

Metal

2 pcs rigid / 2 pcs swivel

inOverall Size (D x L x H) 32 x 44 x 68

WT500

A-FRAME ROLL CAGE Model

Finishing

Castor Dia
x Width

Bright Zinc

Ø 130 x 2 pcs (Swivel, break)

mm

mm

mm

Overall Size (L x W x H) 705 x 830 x 1730

RCA17

705 x 830 x 1650

RCA16

Z-FRAME ROLL CAGE Model

Load Capacity kg

Wheel

500

Finishing Electro zinc plating

5" high quality PU wheels, 2pcs swivel, 2pcs rigid

mmOverall Size (D x L x H)
Dimension (outer) : 845 x 760 x 2180
Dimension (inner) : 820 x 700 x 1960

RCZ21

Front

Rear

PALLET TAINER Model STA-01A STA-02A STA-03A STA-04A STA-05A STA-06A

Width mm

mm

mm

mm

mm

mm

mm

mm

mm

Depth

Height

Width

Depth

Height

Outer
Dimension

Inner
Dimension

Weight

Allowance Load

Applicable Pallet

1350 1450

1350

1550

1215

1235 12351435 1435 1235 1435

1250 1450

56 65 58 66 59 68

1000kg 4 Level

1100 (W) x 1100 (L)

1150

1200 (W) x 1100 (L) 1300 (W) x 1100 (L)

1000 10001200 1200 1000 1200

External
Dimension

PALLET MESH Model M-3 M-5 M-7 M-9

Capacity kg

mm

mm

mm

kg

mm

mm

mm

Stackability (Layers)

Width

Length

Wire
Diameter

Pitch

Height

Mesh

Lega Height

Net Weight

m3Volume

800 1200 1500

4

600 (24”) 800 (32”) 1000 (40”) 1200 (48”)

800 (32”) 1000 (40”) 1200 (48”) 1400 (56”)

650 (26”) 850 (34”) 900 (36”) 950 (38”)

50 x 50

100 (4”)

6.0

0.22 0.52 0.84 1.25

29 47 66 82

Ø 130 x 2 pcs (Nylon, rigid)

STORAGE EQUIPMENT36
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Multi-tier Boltless Shelving System

Boltless Rack Heavy Duty Shelving Rack Selective Pallet Rack

Cantilever Rack Rack Supported Platform

Steel Platform

Drive-in Pallet Rack

Multi-tier Heavy Duty Shelving System

RACKING37
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CONTAINER FLOOR RAMP Model XB80

Type

kg

mm

mm

Capacity

Ramp Dimension (L x W x H)

Material Thickness

Finishing

Heavy Duty

XB60

Medium Duty

6000 8000

1220 x 2440 x 165

9

Oxide Painting

MOBILE CONTAINER
DOCK RAMP

Model
Platform Size (mm)

MHDR60

MHDR80

A B C D E F G H IJ

500

500

MHDR100

Capacity
(kg)

6000

8000

10000

6000 3000 1000 300 10300 1800 2100

6000 3000 1000 300 10300 1800 2100 1100 1600

5007000 3000 1000 300 11300 1800 2100 1100 1600

1100 1600

CONTAINER RAMP38

MOBILE CONTAINER
HYDRAULIC DOCK RAMP

Model
Platform Size (mm)

MDR60

MDR80

A B C D E F G H IJ

400

400

MDR100

Capacity
(kg)

6000

8000

10000

6000 3000 1000 300 10300 1800 2100

6000 3000 1000 300 10300 1800 2100 1200 1600

4007000 3000 1000 300 11300 1800 2100 1200 1600

1200 1600
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PIPE & JOINTS - H-SERIES 40

H-1 H-1A

Kg/Pc 0.058

PC/CTN

Kg/Pc

PC/CTN

0.061

300

0.067

THK. 2.3 2.5

300 360

H-2 H-3 (unigrip type)

Kg/Pc

PC/CTN

0.086

200

0.094

THK. 2.3 2.5

200

Kg/Pc

PC/CTN

0.111

80

0.120

THK. 2.3 2.5

80

H-3K (grip type) H-4

Kg/Pc

PC/CTN

0.111

80

0.120

THK. 2.3 2.5

80

H-5 H-6

Kg/Pc

PC/CTN

0.042

300

0.045

THK. 2.3 2.5

300

H-6A H-7

Kg/Pc

PC/CTN

0.066

240

Kg/Pc

PC/CTN

0.098

200

0.106

THK. 2.3 2.5

200

Kg/Pc

PC/CTN

0.055

300

0.059

THK. 2.3 2.5

300

Kg/Pc

PC/CTN

0.043

200

0.048

THK. 2.3 2.5

200

Unit: mmMetal Joints Surface: BK WZ NP CP PC



H-7A

Kg/Pc

PC/CTN

0.040

300

H-8

Kg/Pc

PC/CTN

0.067

240

H-9 

Kg/Pc

PC/CTN

0.062

330

H-10 

Kg/Pc

PC/CTN

0.054

300

H-11

Kg/Pc

PC/CTN

0.060

280

H-12

Kg/Pc

PC/CTN

0.063

240

H-13

Kg/Pc

PC/CTN

0.053

300

H-13A

Kg/Pc

PC/CTN

0.052

330

H-13B

Kg/Pc

PC/CTN

0.044

540

H-14

Kg/Pc

PC/CTN

0.056

320

PIPE & JOINTS - H-SERIES41

Unit: mmMetal Joints Surface: BK WZ NP CP PC



H-15

Kg/Pc

PC/CTN

0.038

400

H-16

Kg/Pc

PC/CTN

0.046

400

H-16A

Kg/Pc

PC/CTN

0.046

400

H-17

Kg/Pc

PC/CTN

0.069

220

H-18

Kg/Pc

PC/CTN

0.069

220

H-19

Kg/Pc

PC/CTN

0.062

150

H-20

Kg/Pc

PC/CTN

0.070

200

H-21

Kg/Pc

PC/CTN

0.133

150

H-23

Kg/Pc

PC/CTN

0.064

180

H-24

Kg/Pc

PC/CTN

0.102

200

PIPE & JOINTS - H-SERIES 42

Unit: mmMetal Joints Surface: BK WZ NP CP PC



H-30

Kg/Pc

PC/CTN

0.062

330

H-45

Kg/Pc

PC/CTN

0.066

230

H-60

Kg/Pc

PC/CTN

0.083

150

H-90

Kg/Pc

PC/CTN

0.102

150

H-110

Kg/Pc

PC/CTN

0.113

150

H-160

Kg/Pc

PC/CTN

0.114

160

H-180

Kg/Pc

PC/CTN

0.071

300

H-103

Kg/Pc

PC/CTN

0.066

230

H-180

Kg/Pc

PC/CTN

0.071

300

H-103

Kg/Pc

PC/CTN

0.073

240

H-103

Kg/Pc

PC/CTN

0.066

230

H-13C

Kg/Pc

PC/CTN

0.069

180

H-103

Kg/Pc

PC/CTN

0.066

230

H-403

Kg/Pc

PC/CTN

0.106

200

PIPE & JOINTS - H-SERIES43

Unit: mmMetal Joints Surface: BK WZ NP CP PC



H-103

Kg/Pc

PC/CTN

0.066

230

H-401

Kg/Pc

PC/CTN

0.106

200

H-103

Kg/Pc

PC/CTN

0.066

230

H-301

Kg/Pc

PC/CTN

0.120

80

H-103

Kg/Pc

PC/CTN

0.066

230

H-102

Kg/Pc

PC/CTN

0.078

200

H-103

Kg/Pc

PC/CTN

0.066

230

H-101

Kg/Pc

PC/CTN

0.078

200

H-103

Kg/Pc

PC/CTN

0.066

230

H-13D

Kg/Pc

PC/CTN

0.068

180

PIPE & JOINTS - H-SERIES 44

Unit: mmMetal Joints Surface: BK WZ NP CP PC
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PIPE & JOINTS - HJ-SERIES46

HJ-1

H-1
N-1/N-2

2 Pcs
1 Set

HJ-1A

H-1A
N-1/N-2

2 Pcs
1 Set

HJ-2

H-2
H-3

1 Pcs
1 Pcs

N-1/N-2 2 Sets

HJ-3

H-2
H-4

2 Pcs
1 Pcs

N-1/N-2 3 Sets

HJ-4

H-4
N-1/N-2

2 Pcs
2 Sets

HJ-5

H-2
N-1/N-2

4 Pcs
4 Set

HJ-6

H-5
H6

2 Pcs
2 Pcs

N-1/N-2 2 Sets

HJ-6A

H-6
H-6A

2 Pcs
2 Pcs

N-1/N-2 3 Sets

HJ-6B

H-5
N-1/N-2

2 Pcs
1 Sets

HJ-6C

H-6A
N-1/N-2

2 Pcs
2 Sets

Unit: mmMetal Joints Surface: BK WZ NP CP PC
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HJ-7

H-7
N-1/N-2

2 Pcs
1 Set

HJ-7A

H-7A
N-1/N-2

2 Pcs
1 Set

HJ-8

H-8
H-9

1 Pcs
1 Pcs

N-1/N-2 1 Set

HJ-9

H-9
N-1/N-2

2 Pcs
1 Set

HJ-10

H-10
N-1/N-2

2 Pcs
1 Set

HJ-11

H-11
N-1/N-2

2 Pcs
1 Set

P-6 1 Pcs

HJ-12

H-12
N-1/N-2

2 Pcs
1 Set

P-6 1 Pcs

HJ-13

H-13
N-1/N-2

2 Pcs
1 Set

HJ-13A

H-13A
N-1/N-2

2 Pcs
1 Set

HJ-13B 

H-13B
N-1/N-2

2 Pcs
1 Set

Unit: mmMetal Joints Surface: BK WZ NP CP PC
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HJ-14

H-14
H-6

2 Pcs
4 Pcs

N-1/N-2 4 Sets

HJ-14A

H-14
N-1/N-2

2 Pcs
2 Sets

HJ-15

N-1/N-2 1 SetH-15
H-16

1 Pcs
1 Pcs

HJ-15A

H-15
H-16A

1 Pcs
1 Pcs

N-2 1 Pcs

HJ-17

N-1/N-2 1 SetH-17
H-18

1 Pcs
1 Pcs

HJ-19

H-19
N-1/N-2

2 Pcs
1 Sets

P=6 2 Pcs

HJ-20

H-20
N-1/N-2

2 Pcs
1 Set

HJ-20A

H-20
H-1

1 Pcs
1 Pcs

N-1/N-2 1 Set

HJ-21

H-21
N-1/N-2

2 Pcs
1 Set

HJ-23

H-23
N-1/N-2

2 Pcs
1 Set

P-6 1 Pcs

Unit: mmMetal Joints Surface: BK WZ NP CP PC
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HJ-24

H-24
N-1/N-2

2 Pcs
2 Sets

P-6 1 Pcs

HJ-30

H-30
N-1/N-2

2 Pcs
1 Set

HJ-45

H-45
N-1/N-2

2 Pcs
1 Set

HJ-60

H-60
N-1/N-2

2 Pcs
1 Sets

HJ-90

H-90
N-1/N-2

2 Pcs
2 Sets

HJ-110

H-110
N-1/N-2

2 Pcs
2 Sets

HJ-160

H-160
N-1/N-2

2 Pcs
2 Sets

HJ-180

H-180
N-1/N-2

2 Pcs
1 Sets

HJ-103

H-103
N-1/N-2

2 Pcs
1 Set

HJ-403

H-403
N-1/N-2

2 Pcs
2 Sets

Unit: mmMetal Joints Surface: BK WZ NP CP PC

3
3



CONTAINER RAMP39 PIPE & JOINTS - HJ-SERIES50

HJ-401

H-401
N-1/N-2

2 Pcs
2 Sets

H-301
H-2

1 Pcs
1 Pcs

N-1/N-2 3 Sets

HJ-201 HJ-301

H-401
H-2

1 Pcs
2 Pcs

N-1/N-2 3 Sets

HJ-101

H-101
N-1/N-2

2 Pcs
1 Set

HJ-102

H-102
N-1/N-2

2 Pcs
1 Sets

HJ-13C

H-13C
N-1/N-2

2 Pcs
1 Set

HJ-13D

H-13D
N-1/N-2

2 Pcs
2 Sets

Unit: mmMetal Joints Surface: BK WZ NP CP PC
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